
Fixed Bar Box Scraper

➢ The Fixed Bar Box Scrapers are ideal for ripping, leveling, finish 
grading, and backfilling applications at feedlots, outdoor arenas, 
building sites, and maintenance operations on farm and ranch 
lanes or roadways. 

Specifications

Working width 96"

Number of Scarifier Shanks 8

Approx. HP 40-90hp

Capacity 19.6cu.ft

Overall Width 96 4/5"

Overall Length 33 2/5"

Overall Heigth 34 9/16"

Weight 750Ibs

Hitch Types Cat. II

◆ Heavy moldboard with 
precise roll  holds its  shape 
under heavy loads.

◆ Easy to replace tips  that are  
heat treated for  toughness.

◆ Heat-treated for  hardness. 
Reversible so  both edges can 
be  used before replacing the 
cutting blades.

◆ Rear backfill blade allows for  
backfilling trenches or 
foundations

Feature



Partial disassembly and assembly drawing of Box Scraper

Number Name, specification and model Quantity

1 Suspension connecting rod assembly 1

2 Traction pin shaft 2

3 D-pin(8) 2

4 Hexagon nut(M20)、Spring Washer(20)、
Flat washer(20

6

5 Outer Hexagon Bolt 6

1 32

5

4

5
4


